
GRADED SIERRA SLOPE DETAIL
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ELEVATION VIEW
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EXCEED 4"

NORTH AMERICAN GREEN C350 TURF

REINFORCEMENT  MAT OR EQUIVALENT

FOR SOD STAPLE REFER TO TRM

INSTALLATION DETAILS

TENSAR BX1120 SECONDARY

GEOGRID 48" (MIN.) EMBEDMENT

1

1 (MIN.)

NOT TO SCALE

CROSS-SECTION
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FILL

NOTE:

TOPSOIL SHALL BE LOAMY SAND OR FINER GRADATION WITH 10% - 15% ORGANIC CONTENT OR MATERIAL

APPROVED BY A QUALIFIED LANDSCAPE ARCHITECT. HYDROSEEDING ON TOP OF EROSION CONTROL

PRODUCT MAY RESULT IN POOR VEGETATION ESTABLISHMENT. VEGETATION TYPE SHALL BE SPECIFIED

BY A QUALIFIED LANDSCAPE ARCHITECT.
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1. PREPARE SOIL BEFORE INSTALLING ROLLED EROSION CONTROL PRODUCTS (RECP'S), INCLUDING ANY

NECESSARY APPLICATION   OF LIME, FERTILIZER, AND SEED. NOTE: WHEN USING CELL-O-SEED DO NOT SEED

PREPARED AREA.  CELL-O-SEED MUST BE  INSTALLED WITH PAPER SIDE DOWN.

2. BEGIN AT THE TOP OF THE SLOPE BY ANCHORING THE RECP'S IN A 6" (15 CM) DEEP X 6" (15 CM)  WIDE

TRENCH WITH APPROXIMATELY 12" (30CM) OF RECP'S EXTENDED BEYOND THE UP-SLOPE PORTION OF THE

TRENCH. ANCHOR THE RECP'S WITH A ROW OF STAPLES/STAKES APPROXIMATELY 12" (30 CM) APART IN THE

BOTTOM OF THE TRENCH. BACKFILL AND COMPACT THE TRENCH AFTER STAPLING.  APPLY SEED TO

COMPACTED SOIL AND FOLD REMAINING 12" (30 CM) PORTION OF RECP'S BACK OVER SEED AND COMPACTED

SOIL. SECURE RECP'S OVER COMPACTED SOIL WITH A ROW OF STAPLES/STAKES SPACED APPROXIMATELY

12" (30 CM) APART ACROSS THE WIDTH OF THE RECP'S.

3. ROLL THE RECP'S (A.) DOWN OR (B.) HORIZONTALLY ACROSS THE SLOPE. RECP'S WILL UNROLL WITH

APPROPRIATE SIDE AGAINST THE SOIL SURFACE. ALL RECP'S MUST BE SECURELY FASTENED TO SOIL

SURFACE BY PLACING STAPLES/STAKES IN APPROPRIATE LOCATIONS AS SHOWN IN THE STAPLE PATTERN

GUIDE. WHEN USING THE DOT SYSTEM

TM

, STAPLES/STAKES SHOULD BE PLACED THROUGH EACH OF THE

COLORED DOTS CORRESPONDING TO THE APPROPRIATE STAPLE PATTERN.

4. THE EDGES OF PARALLEL RECP'S MUST BE STAPLED WITH APPROXIMATELY 2" - 5" (5 CM - 12.5 CM) OVERLAP

DEPENDING ON RECP'S TYPE.

5. CONSECUTIVE RECP'S SPLICED DOWN THE SLOPE MUST BE PLACED END OVER END (SHINGLE STYLE) WITH

AN APPROXIMATE 3" (7.5 CM) OVERLAP. STAPLE THROUGH OVERLAPPED AREA, APPROXIMATELY 12" (30 CM)

APART ACROSS ENTIRE RECP'S WIDTH.

NOTE:*IN LOOSE SOIL CONDITIONS, THE USE OF STAPLE OR STAKE LENGTHS GREATER THAN 6" (15 CM) MAY BE

NECESSARY TO PROPERLY SECURE THE RECP'S.
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1. PREPARE SOIL BEFORE INSTALLING ROLLED EROSION CONTROL PRODUCTS (RECP'S), INCLUDING ANY

NECESSARY APPLICATION   OF LIME, FERTILIZER, AND SEED. NOTE: WHEN USING CELL-O-SEED DO NOT SEED

PREPARED AREA.  CELL-O-SEED MUST BE  INSTALLED WITH PAPER SIDE DOWN.

2. BEGIN AT THE TOP OF THE SLOPE BY ANCHORING THE RECP'S IN A 6" (15 CM) DEEP X 6" (15 CM)  WIDE

TRENCH WITH APPROXIMATELY 12" (30CM) OF RECP'S EXTENDED BEYOND THE UP-SLOPE PORTION OF THE

TRENCH. ANCHOR THE RECP'S WITH A ROW OF STAPLES/STAKES APPROXIMATELY 12" (30 CM) APART IN THE

BOTTOM OF THE TRENCH. BACKFILL AND COMPACT THE TRENCH AFTER STAPLING.  APPLY SEED TO

COMPACTED SOIL AND FOLD REMAINING 12" (30 CM) PORTION OF RECP'S BACK OVER SEED AND COMPACTED

SOIL. SECURE RECP'S OVER COMPACTED SOIL WITH A ROW OF STAPLES/STAKES SPACED APPROXIMATELY

12" (30 CM) APART ACROSS THE WIDTH OF THE RECP'S.

3. ROLL THE RECP'S (A.) DOWN OR (B.) HORIZONTALLY ACROSS THE SLOPE. RECP'S WILL UNROLL WITH

APPROPRIATE SIDE AGAINST THE SOIL SURFACE. ALL RECP'S MUST BE SECURELY FASTENED TO SOIL

SURFACE BY PLACING STAPLES/STAKES IN APPROPRIATE LOCATIONS AS SHOWN IN THE STAPLE PATTERN

GUIDE. WHEN USING THE DOT SYSTEM

TM

, STAPLES/STAKES SHOULD BE PLACED THROUGH EACH OF THE

COLORED DOTS CORRESPONDING TO THE APPROPRIATE STAPLE PATTERN.

4. THE EDGES OF PARALLEL RECP'S MUST BE STAPLED WITH APPROXIMATELY 2" - 5" (5 CM - 12.5 CM) OVERLAP

DEPENDING ON RECP'S TYPE.

5. CONSECUTIVE RECP'S SPLICED DOWN THE SLOPE MUST BE PLACED END OVER END (SHINGLE STYLE) WITH

AN APPROXIMATE 3" (7.5 CM) OVERLAP. STAPLE THROUGH OVERLAPPED AREA, APPROXIMATELY 12" (30 CM)

APART ACROSS ENTIRE RECP'S WIDTH.

NOTE:*IN LOOSE SOIL CONDITIONS, THE USE OF STAPLE OR STAKE LENGTHS GREATER THAN 6" (15 CM) MAY BE

NECESSARY TO PROPERLY SECURE THE RECP'S.
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NORTH AMERICAN GREEN

C350 TURF REINFORCEMENT

MAT OR EQUIVALENT (TRM) TENSAR UNIAXIAL

GEOGRID IN ACCORDANCE

WITH ELEVATION VIEW

PLANTABLE FILL

(TOP SOIL)

TENSAR BX1120 GEOGRID

REINFORCED

FILL

WRAPPED FACE SIERRA SLOPE DETAIL

NOT TO SCALE

1

1 (MIN.)

NATIVE VEGETATION, SELECTED

BY QUALIFIED BOTANIST

CROSS-SECTION

NOTE:

TOPSOIL SHALL BE LOAMY SAND OR FINER GRADATION WITH 10% - 15% ORGANIC CONTENT OR MATERIAL

APPROVED BY A QUALIFIED LANDSCAPE ARCHITECT. HYDROSEEDING ON TOP OF EROSION CONTROL

PRODUCT MAY RESULT IN POOR VEGETATION ESTABLISHMENT. VEGETATION TYPE SHALL BE SPECIFIED

BY A QUALIFIED LANDSCAPE ARCHITECT.
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