
SIERRASCAPE INSIDE CORNER UNIT 

NOT TO SCALE

NOTE: SEE SIERRASCAPE FACING UNIT DETAIL FOR FACING MATERIALS AND DIMENSIONS

24" (MIN.)

24" (MIN.)

BEND HORIZONTAL WIRES AT SHOWN LOCATIONS

BETWEEN VERTICAL LEGS OF SIERRASCAPE FACING UNIT

CUT HORIZONTAL WIRES ON BOTTOM

LEG OF SIERRASCAPE FACING UNIT

FRONT FACE OF WALL

CUT INNER HORIZONTAL WIRE

BETWEEN VERTICAL LEG OF

SIERRASCAPE FACING UNIT

NOT TO SCALE

24" (MIN.)

24" (MIN.)

SIERRASCAPE OUTSIDE CORNER UNIT 

FRONT FACE OF WALL

CUT HORIZONTAL WIRES ALONG

BOTTOM LEG OF SIERRASCAPE

FACING UNIT (SEE NOTE 2)

BEND HORIZONTAL WIRES ON

VERTICAL LEG OF SIERRASCAPE

FACING UNIT

CUT INNER HORIZONTAL WIRE AT

EDGES OF  THE VERTICAL LEGS OF

SIERRASCAPE FACING UNIT

NOTE:

1. SEE SIERRASCAPE FACING UNIT DETAIL FOR FACING MATERIALS AND DIMENSIONS.

2. CUT BOTTOM LEG FROM CONNECTION LOOPS TO SECOND HORIZONTAL WIRE TO

ALLOW UNCUT LEG TO OVERLAP WHEN BENDING. SECURE WITH HOG WIRE OR ZIP TIE.

SIERRASCAPE  FACING UNIT

NOT TO SCALE

9' - 3.6" (63 WIRES)

DIMENSION MEASURED FROM CENTER TO CENTER OF OUTSIDE WIRES

1.8" (TYP.)

6.00"

7.00" (TYP.)

1.50"

4.60"

20.138" LENGTH SUPPORT STRUT

(MEASURE INSIDE HOOK TO INSIDE HOOK)

4.875"

1" (TYP.)

Ø0.24" ELECTROPLATED

WIRE

18.00" (TYP.)

18.00"

(NOM.)

TENSAR UNIAXIAL

OR BIAXIAL

GEOGRID

LOCKING

TAIL STRUT

LOCKING TAIL

STRUT

(SEE DETAIL)

LOCKING TAIL STRUT

(SEE DETAIL)

SEE CONNECTION

LOOP DETAIL

ELEVATION VIEW

LOCKING TAIL SUPPORT STRUT DETAIL

SECTION A-A

SUPPORT STRUTS 16.0"

C-C MAX.  (AS REQUIRED)

SIERRASCAPE BASKET

2.4" OVERLAP

HORIZONTAL  WIRE

EXTENSIONS

CONNECTION LOOP DETAIL

NOTES:

1. ALL FACING UNITS SAHLL BE GALVANIZED PER ASTM A123 AFTER BENDING

2. OVERALL LENGTH OF WIRE FORMS IS 9' - 6 1/2" (114.5"). EFFECTIVE

CONSTRUCTION WIDTH IS 9' - 3.6" WITH 2.4" OVERLAPPING AT ENDS.

VERTICAL WIRES

(63 X  Ø0.192")

HORIZONTAL WIRES

(5 X  Ø0.207")

HORIZONTAL WIRE

(1 X  Ø0.243")

DURING INSTALLATION BUTT VERTICAL WIRE

OF ADJACENT FACING UNITS TO PROVIDE

2.4" OVERLAP OF HORIZONTAL WIRES

A

A

2.4" (ONE END ONLY)

1.8" (TYP.)
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NOT TO SCALE

SIERRASCAPE STONE FACING DETAIL

NOTES:

1. SEE SIERRASCAPE FACING UNIT DETAIL FOR FACING MATERIAL AND DIMENSIONS.

2. OFFSET AS NEEDED TO ACHIEVE OVERALL BATTER AS SHOWN IN THE

CROSS-SECTIONS.

3. OPTIONAL - A THIN LAYER (2" MIN.) OF FINER STONE (1/4"-1") MAY BE PLACED AT THE

TOP OF EACH UNIT TO PROVIDE A LEVEL SURFACE FOR THE UNIT ABOVE.

TENSAR UNIAXIAL OR BIAXIAL GEOGRID

IN ACCORDANCE WITH ELEVATION VIEW

LOCKING TAIL STRUT

REINFORCED

FILL

6" (MIN.)

2" MIN. - 4" MAX. FACE STONE

AASHTO M288 CLASS 3 GEOTEXTILE

6" (TYP.)

18" (MIN.)

SIERRASCAPE

FACING UNIT

(SEE NOTES 1 AND 2)

SIERRASCAPE CONNECTION

(PULL SLACK OUT OF CONNECTION)

SEE NOTE 2

SEE NOTE 2

3" (MIN.)

ALTERNATIVE SIERRASCAPE FACING DETAIL

(1"-2" STONE FACE FILL)

NOTES:

1. SEE SIERRASCAPE  FACING UNIT DETAIL FOR FACING MATERIAL AND DIMENSIONS.

2. OFFSET AS NEEDED TO ACHIEVE OVERALL BATTER AS SHOWN IN THE

CROSS-SECTIONS.

3. BX1120 FACE BACKING (24" MINIMUM WIDTH) IS REQUIRED FOR AASHTO M43 No. 3

FACE STONE (1" TO 2"). BX1120 FACE BACKING IS NOT REQUIRED FOR STANDARD

FACE STONE FILL (2" TO 4").

    NOT TO SCALE

LOCKING TAIL STRUT

REINFORCED

FILL

TENSAR UNIAXIAL OR BIAXIAL GEOGRID

IN ACCORDANCE WITH ELEVATION VIEW

1" MIN. - 2" MAX. FACE STONE (SEE NOTE 3)

AASHTO M288 CLASS 3 GEOTEXTILE

SIERRASCAPE CONNECTION

(PULL SLACK OUT OF CONNECTION)

SIERRASCAPE

FACING UNIT

(SEE NOTES 1 AND 2)

BX1120

(SEE NOTES 3)

18" (MIN.)

6" (TYP.)

6" (MIN.)

NOT TO SCALE

SIERRASCAPE STONE FACING DETAIL

(BIAXIAL SECONDARY GEOGRID)

NOTES:

1. SEE SIERRASCAPE FACING UNIT DETAIL FOR FACING MATERIAL AND DIMENSIONS.

2. OFFSET AS NEEDED TO ACHIEVE OVERALL BATTER AS SHOWN IN THE

CROSS-SECTIONS.

3. OPTIONAL - A THIN LAYER (2" MIN.) OF FINER STONE (1/4"-1") MAY BE PLACED AT THE

TOP OF EACH UNIT TO PROVIDE A LEVEL SURFACE FOR THE UNIT ABOVE.

TENSAR UNIAXIAL OR BIAXIAL GEOGRID

IN ACCORDANCE WITH ELEVATION VIEW

LOCKING TAIL STRUT

REINFORCED

FILL

6" (MIN.)

2" MIN. - 4" MAX. FACE STONE

AASHTO M288 CLASS 3 GEOTEXTILE

6" (TYP.)

18" (MIN.)

SIERRASCAPE

FACING UNIT

(SEE NOTES 1 AND 2)

SIERRASCAPE CONNECTION

(PULL SLACK OUT OF CONNECTION)

TENSAR BX1120

GEOGRID  4'-0" (MIN.)

SEE NOTE 2

OFFSET VARIES

(6" MIN.)

NOT TO SCALE

6" (MIN.) BOTTOM

OF SC150 (ECB)

3" (MIN.) TOP WRAP OF SC150 (ECB) EXTENDING

BENEATH THE SIERRASCAPE UNIT ABOVE

48" (MIN.) TOP AND BOTTOM

NOTES:

1. SEE SIERRASCAPE FACING UNIT DETAIL FOR FACING MATERIAL AND DIMENSIONS.

2. TOPSOIL SHALL BE LOAMY SAND OR FINER GRADATION WITH 10% - 15% ORGANIC

CONTENT OR MATERIAL APPROVED BY A QUALIFIED LANDSCAPE ARCHITECT.

HYDROSEEDING ON TOP OF EROSION CONTROL PRODUCT MAY RESULT IN POOR

VEGETATION ESTABLISHMENT. VEGETATION TYPE SHALL BE SPECIFIED BY A QUALIFIED

LANDSCAPE ARCHITECT.

SIERRASCAPE FACING DETAIL (PLANTABLE FACE FILL)

TENSAR UNIAXIAL OR

BIAXIAL GEOGRID

IN ACCORDANCE WITH

ELEVATION VIEW

LOCKING TAIL STRUT

TENSAR BX1120 GEOGRID  4'-0" (MIN.)

REINFORCED

FILL

MAXIMUM LIMIT OF TOPSOIL (SEE NOTE 2) SHALL NOT

EXTEND MORE THAN 3" UNDER SUCCESSIVE FACING UNIT.

NORTH AMERICAN GREEN

SC150 ERROSION CONTROL

BLANKET OR EQUIVALENT (ECB)

SIERRASCAPE

FACING UNIT

(SEE NOTES 1 AND 2)

SIERRASCAPE CONNECTION

(CONNECT GEOGRID TO FACING UNIT

AND PULL SLACK OUT OF CONNECTION)
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NOT TO SCALE

HANDRAIL OR FENCE POST DETAIL AT TOP

OF SIERRASCAPE WALL

TOP OF WALL

36" (MIN.)

HANDRAIL OR FENCE POST

(DESIGNED BY OTHERS)

TENSAR UNIAXIAL STRUCTURAL GEOGRID

CONCRETE INFILL

(DESIGNED BY OTHERS)

24"

REINFORCED

FILL

NOTES:

1. PLACE AND COMPACT BACKFILL TO FINISH GRADE

2. AUGER OR DRIVE POST THROUGH TENSAR GEOGRID,  AS REQUIRED TO

SPECIFIED DEPTH.

3. INSTALL POST AND FILL HOLE WITH 2000 PSI (MIN.) CONCRETE. OR IN

ACCORDANCE WITH PROJECT SPECIFICATIONS, WHICHEVER IS MORE

STRINGGENT.

PLAN VIEW

NOT TO SCALE

GEOGRID ROLL WIDTH

SIERRASCAPE FACING UNIT

NOTES:

1. SEE SIERRASCAPE FACING UNIT DETAIL FOR FACING MATERIALS AND DIMENSIONS.

2. TWO ROLLS OF UNIAXIAL GEOGRID SHALL BE PLACED ON EACH SIERRASCAPE

FACING UNIT WITH TWO GEOGRID RIBS BETWEEN EACH PAIR OF WIRE CONNECTION

LOOPS.

3. DURING INSTALLATION BUTT VERTICAL WIRE OF ADJACENT FACING UNITS TO

PROVIDE 2.4" OVERLAP OF HORIZONTAL WIRES.

TYPICAL SIERRASCAPE GEOGRID COVERAGE

GEOGRID ROLL WIDTH

SEE GEOGRID

PLACEMENT DETAIL

LOCKING TAIL STRUT

CUT GEOGRID TRANSVERSE BAR AT

APERTURES BETWEEN WIRE PAIRS TO

ALLOW CONTACT  BETWEEN GEOGRID AND

LOOPS (MAXIMUM OF 5 CUTS PER ROLL W
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PLAN VIEW

ENLARGEMENT A

NOTES:

1. EXTEND GEOGRID AND TRIM AT FACE OF STRUCTURE.

2. BEND AND EXTEND SIERRASCAPE FACING UNIT BACK 24" (MIN.) ALONG

FACE OF STRUCTURE. EXTEND GEOTEXTILE 24" (MIN.) ALONG FACE OF

STRUCTURE PAST THE SIERRASCAPE FACING UNIT EXTENSION.

3. LOCKING-TAIL STRUTS NOT SHOWN FOR CLARITY.

NOT TO SCALE

SIERRASCAPE WALL TRANSITION AT STRUCTURE

STRUCTURE

(BY OTHERS)

ELARGEMENT A

FRONT FACE OF

MSE STRUCTRE

TENSAR STRUCTURAL

GEOGRID

AASHTO M288

CLASS 3

GEOTEXTILE

SIERRASCAPE

FACING UNIT

24" (MIN.)

24" (MIN.)

SECTION A-A

ELEVATION VIEW

A A

NOTES:

1. SEE SIERRASCAPE FACING UNIT DETAIL FOR FACING MATERIALS AND DIMENSIONS.

2. SEE ELEVATION VIEW FOR GEOGRID TYPE, LOCATION, AND DIMENSIONS.

3. TERMINATE GEOGRIDS NO MORE THAN 3" FROM PIPE.

4. CONTRACTOR RESPONSIBLE TO INSTALL PIPE WITH LEAK-PROOF JOINTS.

NOT TO SCALE

PIPE PENETRATION DETAIL AT SIERRASCAPE WALL FACE

CONTINUE FACING COMPONENTS (BIAXIAL

GEOGRID AND/OR GEOTEXTILE) FROM

FACING UNIT ALONG PIPE

FIELD CUT SIERRASACPE FACING

UNITS FOR CLOSE FIT AROUND PIPE

(48" MAX. PIPE DIAMETER, SEE NOTE 3)

EXTEND PIPE 3" BEYOND

SIERRRASCAPE FACING UNIT

FRONT FACE OF

SIERRASCAPE

FACING UNIT

36"

TENSAR

STRUCTURAL

GEOGRID

GEOGRID PLACEMENT AT PAVEMENT/OBSTRUCTION SECTION

PAVEMENT OBSTRUCTION DEPTH,

REFER TO CONTRACT DRAWINGS

NOT TO SCALE

3"

PAVEMENT/OBSTRUCTION SECTION

NOTES:

1. SEE SIERRASCAPE FACING UNIT DETAIL FOR FACING MATERIALS AND DIMENSIONS.

2. CONTRACTOR IS RESPONSIBLE TO COORDINATE THE PLACEMENT OF THE GEOGRID TO AVOID CONFLICT

WITH THE CONTRACT PAVEMENT/OBSTRUCTION SECTION. GEOGRID MUST BE SEPARATED FROM THE

PAVEMENT/OBSTRUCTION SECTION BY A MINIMUM OF 3".

HORIZONTAL PAVEMENT/OBSTRUCTION STRUCTURE

SUPERELEVATED PAVEMENT/OBSTRUCTION STRUCTURE

TENSAR STRUCTURAL GEOGRID

SUPERELEVATED ROADWAY

SIERRASCAPE

FACING UNIT

(SEE NOTE 1)

TENSAR STRUCTURAL GEOGRID

5 (MIN.)

1

3"

SIERRASCAPE

FACING UNIT

(SEE NOTE 1)
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NOT TO SCALE

NESTED BASKET DETAIL (OFFSET)

SUPPORT STRUT

NOTES:

1. SEE SIERRASCAPE FACING DETAIL FOR FACING MATERIALS AND

DIMENSIONS.

2. OFFSET AS NEEDED TO ACHIEVE OVERALL BATTER AS SHOWN IN THE

CROSS-SECTIONS.

3. SET TOPMOST SIERRASCAPE FACING UNIT INSIDE SIERRASCAPE FACING

UNIT BELOW TO FOLLOW GRADE.

4. HORIZONTAL WIRES OF TOPMOST SIERRASCAPE FACING UNIT MAY BE

CUT TO ALLOW INSTALLATION OVER STRUTS OF SIERRASCAPE FACING

UNIT BELOW.

TOP OF MSE STRUCTURE

(SEE NOTE 3)

SIERRASCAPE

FACING UNIT

(SEE NOTE 1)

INSTALL FACING MATERIALS

AND WRAPS IN ACCORDANCE

WITH FACING DETAIL

OFFSET VARIES

(SEE NOTE 2)

SEE NOTE 4

NOT TO SCALE

NESTED BASKET DETAIL (NO OFFSET)

SUPPORT STRUT

NOTES:

1. SEE SIERRASCAPE FACING DETAIL FOR FACING MATERIALS AND

DIMENSIONS.

2. SET TOPMOST SIERRASACPE UNIT INSIDE SIERRASCAPE FACING UNIT

BELOW TO FOLLOW GRADE.

3. HORIZONTAL WIRES OF TOPMOST SIERRASCAPE FACING UNIT MAY BE

CUT TO ALLOW INSTALLATION OVER STRUTS OF SIERRASCAPE FACING

UNIT BELOW.

TOP OF MSE STRUCTURE

(SEE NOTE 2)

SIERRASCAPE

 FACING UNIT

(SEE NOTE 1)

INSTALL FACING MATERIALS

AND WRAPS IN ACCORDANCE

WITH FACING DETAIL

SEE NOTE 3

TOP OF MSE

STRUCTURE

FRONT FACE OF MSE STRUCTURE

SIERRASCAPE FACING UNIT

NESTED

SIERRASCAPE UNIT

(SEE NESTED

BASKET DETAIL)

NOT TO SCALE

ISOMETRIC VIEW - NESTED BASKET AT TOP OF MSE

STRUCTURE DETAIL (OFFSET)

OFFSET VARIES

TOP OF MSE

STRUCTURE

FRONT FACE OF MSE STRUCTURE

SIERRASCAPE FACING UNIT

NOT TO SCALE

NESTED

SIERRASCAPE UNIT

(SEE NESTED

BASKET DETAIL)

ISOMETRIC VIEW - NESTED BASKET AT TOP OF MSE

STRUCTURE  DETAIL (NO OFFSET)

NO OFFSET

NOT TO SCALE

TOP OF MSE STRUCTURE FINISHING DETAIL (OFFSET)

NOTES:

1. SEE SIERRASCAPE FACING DETAIL AND SIERRASCAPE OUTSIDE

CORNER UNIT DETAIL FOR FACING MATERIALS AND DIMENSIONS.

2. BEND BASKET 90° PER OUTSIDE CORNER UNIT DETAIL AT STEPS TO

ENSURE REINFORCED FILL IS CONTAINED.

TOP OF MSE STRUCTURE

SLOPED FILL AT TYPICAL

GRADE CHANGES

SEE SIERRASCAPE

OUTSIDE CORNER UNIT

DETAIL (SEE NOTE 2)

SIERRASCAPE FACING UNIT

24" (MIN)

24" (MIN)

NOT TO SCALE

TOP OF MSE STRUCTURE FINISHING DETAIL (NO OFFSET)

NOTES:

1. SEE SIERRASCAPE FACING DETAIL AND WWF OUTSIDE CORNER

UNIT DETAIL FOR FACING MATERIALS AND DIMENSIONS.

2. BEND BASKET 90° PER OUTSIDE CORNER UNIT DETAIL AT STEPS TO

ENSURE REINFORCED FILL IS CONTAINED.

SEE SIERRASCAPE

OUTSIDE CORNER UNIT

DETAIL (SEE NOTE 2)

SLOPED FILL AT TYPICAL

GRADE CHANGES
TOP OF MSE STRUCTURE

SIERRASCAPE FACING UNIT
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