NOTE:

TYPICAL SPACING OF DIAPHRAGMS IS EVERY THREE APERTURE LENGTHS.
A SHORTER SPACING MAY BE USED IN ORDER TO MATCH THE REQUIRED MATTRESS LENGTH,
LENGTH OF END PIECES AND INTERNAL DIAPHRAGMS PIECES SHALL BE:
Eg: 15 (FILLED) MATTRESS THICKNESS: 2 GRID APERTURES LONG; SEE TYPICAL CONFIGURATION OF FILLED MATTRESS
(FILLED) MATTRESS THICKNESS: 3 GRID APERTURES LONG; FOR ADDITIONAL DIMENSIONS AND MATERIAL TYPES.
FOR 24" (FILLED) MATTRESS THICKNESS: 4 GRID APERTURES LONG.

ALL 3/8" DIA BODKINS RODS
INSTALLED (TOP AND BOTTOM
OF MATTRESS) AND SECURED
IN POSITION

EXPANDED SECTION
AT DIAPHRAGM

TOP GRID

GEOGRID TABS BEYOND EACH END OF

MATTRESS FOR TENSIONING AND LIFTING.

ADD TO EACH END OF TOP AND BOTTOM:
2 FULL APERTURES FOR 12" THICKNESS;
3 FULL APERTURES FOR 18" THICKNESS

END OF DIAPHRAGM GRID

4 FULL APERTURES FOR 24" THICKNESS.

““ ONE EDGE OF EACH SIDE
OS> PIECE BRAIDED TO UNIT

MACHINE / ROLL DIRECTION OF UX GRID
FOR TOP, BOTTOM, AND SIDES.

WIDTH OF GRID PIECE USED TO FORM EACH SIDE
SHALL BE EQUAL TO FILLED THICKNESS OF MATTRESS MACHINE / ROLL DIRECTION
OF UX GRID FOR ENDS
AND DIAPHRAGMS.

TYPICAL CONFIGURATION OF FABRICATED MATTRESS
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